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TRILO T1 Independently driven suction unit

Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice. The illustrations do not necessarily show  
the standard version of the machine. Not all products are available in all countries.

Measures are in mm

Technical specifications
 

Impeller: ø 400 mm – 4-blade

Drive: Petrol engine - Honda GX340 8 kW

Machine starting method: Pull cord

Overall dimensions: (LxHxW): 209 x 160 x 150 cm

Weight: 332 kg

Load volume: 1.0 m3

Suction hose: ø 200 mm x 5 m (4 m flexible hose)

Airflow: 180 m3/min

Vanmac BV / Astronaut 40 / 3824MJ Amersfoort / Nederland / Tel: (+31) (0)33 456 45 50 / E-mail: info@trilo.com / www.trilo.com



 1565 

 1
96

9 

 1
86

9 

 790 

 2869 

 2168 

 2064 

Vanmac BV
Astronaut 40 

3824 MJ AMERSFOORT
the Netherlands

Sheet
1/1

080.0004.00

Do
wn

lo
ad

 s
he

et
 T

1 
- R

ef
C

RevisionRelease

Drawn

1-1-2000-

- 1-1-2000

-DO NOT SCALE DRAWING

Tolerances unless stated:
ISO 2768-mK

Remove welding spatter 
Sheet metal unscratched 

Debur / Break sharp edges

PGM

Scale

Remarks -
1:30

Any reproduction in part or as a whole whithout 
the written permission on VANMAC bv is prohibited.

PROPRIETARY AND CONFIDENTIAL

The information contained in this drawing
is the sole property of VANMAC bv.

466.01 kg
WeightQty per Machine

Sheet-Metal Bending:
ISO 2768-cL

Precision Casting:
ISO 8062-3 DCTG-8

©TRILO 01/2020

TRILO T1 Independently driven suction unit

Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice. The illustrations do not necessarily show  
the standard version of the machine. Not all products are available in all countries.

Measures are in mm

Technical specifications trailed version (25 km/h)
 

Impeller: ø 400 mm – 4-blade

Drive: Petrol engine - Honda GX340 8 kW

Machine starting method: Pull cord

Overall dimensions: (LxHxW): 287 x 197 x 156,5 cm

Weight: 750kg

Load volume: 1.0 m3

Suction hose: ø 200 mm x 5 m (4 m flexible hose)

Airflow: 180 m3/min

Vanmac BV / Astronaut 40 / 3824MJ Amersfoort / Nederland / Tel: (+31) (0)33 456 45 50 / E-mail: info@trilo.com / www.trilo.com



 1565 

 1
96

9 

 1
86

9 

 790 

 2869 

 2168 

 2064 

Vanmac BV
Astronaut 40 

3824 MJ AMERSFOORT
the Netherlands

Sheet
1/1

080.0004.00

Do
wn

lo
ad

 s
he

et
 T

1 
- R

ef
C

RevisionRelease

Drawn

1-1-2000-

- 1-1-2000

-DO NOT SCALE DRAWING

Tolerances unless stated:
ISO 2768-mK

Remove welding spatter 
Sheet metal unscratched 

Debur / Break sharp edges

PGM

Scale

Remarks -
1:30

Any reproduction in part or as a whole whithout 
the written permission on VANMAC bv is prohibited.

PROPRIETARY AND CONFIDENTIAL

The information contained in this drawing
is the sole property of VANMAC bv.

466.01 kg
WeightQty per Machine

Sheet-Metal Bending:
ISO 2768-cL

Precision Casting:
ISO 8062-3 DCTG-8

©TRILO 01/2020

TRILO T1 Independently driven suction unit

Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice. The illustrations do not necessarily show  
the standard version of the machine. Not all products are available in all countries.

Measures are in mm

Technical specifications trailed version (80 km/h)
Lighting:  LED

Impeller:  ø 400 mm – 4-blade

Drive:  Petrol engine - Honda GX340 8 kW

Machine starting method:  Pull cord

Overall dimensions:  (LxHxW): 287 x 197 x 156,5 cm

Weight:  750kg

Load volume:  1.0 m3

Suction hose:  ø 200 mm x 5 m (4 m flexible hose)

Airflow:  180 m3/min
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